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Rack Mount OCD Panel UACC-Rack-Panel-OCD 

UACC-Rack-Panel-Blank-1U 

Dimensions 442.4 x 63.5 x 43.7 mm (17.4 x 2.5 x 1.7") 

Weight 250g (8.8 oz) 

Materials Cold-rolled carbon steel (SPCC) 

Treatment Painting 

UACC-Rack-Panel-Blank-2U 

Dimensions 442.4 x 63.5 x 87.4 mm (17.4 x 2.5 x 3.4") 

Weight 446 g (15.7 oz) 

Materials Cold-rolled carbon steel (SPCC) 

Treatment Painting 

UACC-Rack-Panel-Vented-1U 

Dimensions 442.4 x 63.5 x 43.7 mm (17.4 x 2.5 x 1.7") 

Weight 420 g (14.8 oz) 

Materials Aluminum alloy, cold-rolled carbon steel (SPCC) 

Treatment Painting 

UACC-Rack-Panel-Vented-2U 

Dimensions 442.4 x 63.5 x 87.4 mm (17.4 x 2.5 x 3.4") 

Weight 627 g (22.1 oz) 

Materials Aluminum alloy, cold-rolled carbon steel (SPCC) 

Treatment Painting 

UACC-Rack-Panel-Brush-1U 

Dimensions Panel: 442.4 x 63.5 x 43.7 mm (17.4 x 2.5 x 

1.7")Opening: 400 x 24 mm (15.75 x 0.94") 

Weight 420 g (14.8 oz) 

Materials Aluminum alloy, cold-rolled carbon steel (SPCC), 

polypropylene (PP) 
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