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How to install and configure DS-TMGO035
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This document is a guide for radar installation and debugging. When the radar is used as the
trigger device or anti-collision device in the inlet and outlet scheme, you can refer to the
following debugging steps. The advantages of radar are convenient installation, low
construction cost and stable triggering of passing objects, while the disadvantages are easy
to cause false triggering
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The installation height of the radar is 60CM, and the installation position should be about 4
meters away from the camera. After determining the location, it should be fixed by expansion
screws. The red and black wires of the radar are power cables, and the yellow and brown
wires are signal cables, which are connected to the IO port of the camera.

The following is the radar installation process
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2. BHHEEE A L3t/ Anti-fall Radar Installation
EZ {4/ Accessories
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The anti-collision radar is installed at the side of the lane gate and installed through the
reserved hole of the lane gate. The red and black wires of the radar are power cables, and the
yellow and brown wires are signal cables, which are connected to the induction port of the
barrier.

The following is the installation process of anti-fall radar
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TE 1A 18ix/Radar Configure

1. %% /Software Installation
FRINT ZHERD T 3 L X 87 4/Click the QR code below to download and install software




2. ¥%#£F/ik/Connecting Radar
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Select STJ79-3 to enter the software, click the upper left corner, and select "WiFi connection”
to enter the WiFi setting interface of the phone. Find the WiFi of the RADAR to connect. The
default WiFi name is RADAR+13 digits, and the default password is 123456789

Then return to the debugging software and click "WiFi connection” again to connect the
device.
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3. EE Y/ language switch
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Click on the right side of the software and then click on language to select English. If the

phone is an Apple OS, the software language is the same as the system language. There is
no need to switch
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4, FABEIEEY Radar Parameters
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Radar related parameters acquisition: In the main interface of read radar parameters list you
can choose to read back various information and parameters of the radar, the returned
firmware version, SN, time is displayed at the upper small speaker, the detection parameters
and radar information will generate a new page to display.
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Radar Info

MaxRange:1.5meter
FallingTime:4.0seconds

'.' Connected Rada79G 192.168.4.3

(} Detection Parameters

Mode:Trigger Mode
LeftWidth:0.7meter
Rightwidth:0.7meter
MinRange:0.3meter
Eliminate:Yes

FilterSingle:No
Direction:From Left To Right

(:} Detection Parameters

¥4 Count Vehicle & Count Vehicle

SoftwareVer: 3.1.6.1

&7 Firmware Ver | & Firmware Ver | Key: 50a5000494¢377351cd1275fbd14cbddedd2282297e27a

- Device SN . Device SN WiFi/BLE ID: Radar79G
WIFi/BLE Ver: 1.04
¥ Board SN ¥ Board SN
MSN: 30026613820
(5 Time G Time PSN: 9424638602524
L — RadarTime: 2018-01-01 03114119
Sk Key i Key adarne
ChiplD: 3 00460
B Radar Info B Radar Info
HardwareVer: 2.0
Time: 2022-12-30 14:16:39
Advanced Parameter Setting Advanced Parameter Setting




5. Bk S ¥R B/ Radar Parameters Setting

R EIL . EEMAER, FEEALRFEEZE

PrERIL . EFERAMES, HAESEATRFEE T

Trigger Radar: Select Trigger mode and select "Yes" in FilterSingle.

Anti-Fall Radar: Select Single Boom Pole-Anti-Fall mode and select "No" in FilterSingle.
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Trigger Mode

Single Boom Pole-Anti-Fall

Boom Pole on Radar Left-Anti-Fall

Boom Pole on Radar Right-Anti-Fall = 1.0
Fence on Radar Left-Anti-Fall = 1.0

Fence on Radar Right-Anti-Fall = 0.3

Hth B #1& B 0T/ Other parameters are set as follows
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The maximum detection distance is set to the actual pole length (can be set in the range of
0.1-6m)
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The Minimum detection distance set by default 0.3m (can be set in the range of 0.1-6m)
QR MEER BEAAMIIEKIA 1m,

The left and right side width Detection range setting both default 1m.
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Pole falling time should be set the default is 6s.
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Detection direction setting: Do not setting, keep the defult Any.
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Sensitivity is generally set to 0.3.
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6. L% E/WiFi Setting

HERGEERFED, ~i WIFI/BLE B DUREVEIA WiFi (B FRFIBIBAARA, &0 &L
B WiFi EFRMBILEFSESTESR T UX D HHERE.

WiFi settings: In the system information menu, click WIFI/BLE to get the radar WiFi name and
password and version, and you can also modify the radar WiFi name and password to
distinguish the current device in multiple radar scenarios.

E ReadlD

ReadPWD

(@) ReadVer
ResetiD
0~ ResetPWD
L g [
1 1
z 2
3 3




7. Hik#M/Radar Detection
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Radar target detection: during installation and commissioning or later maintenance, if there
is a false trigger or no fall of the pole, you can click "open” to display the target detected by

the radar in real time in the form of points in the coordinate system in real time, easy to
investigate.
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EFF4k/Firmware Upgrade
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In the upgrade menu, use the "Select Firmware" button to import the firmware upgrade
package via WeChat file or local path, and then click "upgrade”.
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